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Abstract—In this paper the magnetic properties of an
exchange-coupled hard-soft bilayer system have been analyzed
based on its energy-barrier characteristics. Analytical solutions
of the magnetic and structural parameters such as the energy
barriers, the coercivities, the critical coupling-constant, the
critical coupling dimension of soft phase, and the energy
product have been derived. These analytical solutionsreveal the
correlation between the magnetic properties and the physical
dimensions of its soft and hard phase constituents.

Index Terms—-Energy barrier, energy product, exchange
coupling, hard phase, soft phase, spring magnet.

|. INTRODUCTION

xchange-coupled nanocomposite magnets have the
Epotential of very high energy products (BH).x because
they may take advantage of the high magnetization of the soft
magnetic congtituent and the high coercivity of the hard
magnetic constituent [1], [2]. Many modeling analyses have
been done on this new type of composite magnetic materials
[2]-[4]. In this modeling analysis in this paper, the optimized
structural and magnetic properties of the two-phase system,
viz., the potential energy product (BH) ., the critical values
of the coupling constant and the coercivity, and the critical
dimension of the soft phase congtituent, have been derived.

In this paper, a smple bilayer mode has been established
based on the Stoner-Wohlfarth model [5]. A simple
exchange-coupled soft and hard bilayer possesses the main
feature of a spring magnet. Analytical solutions, which
indicate the correlation between the magnetic and structural
properties of the bilayer system have been derived. These
solutions are useful for understanding the structural and
magnetic properties of exchange-coupled nanocomposite
magnets.

I1.ENERGY EQUATION AND ENERGY BARRIER

The energy of an exchange-coupled soft and hard bilayer
can be expressed as

E(e, B) = Es(e) + Eyy (B) + Eexchange (¢ B) )
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where the Eg(c), Enq(f), and Eechange(.B) are the energy of
the soft and hard phases and the coupling energy between
them. They can be written as

Es(0r) =—HMt cos —a) + Kt Sn” o )
E, (ﬂ)z_HMHtH Cos(e_ﬂ)—i_KHtH Sinzﬂ ©)
Eexchange(av B)=-J cos( -) (@]

where H, M, K, and t are the applied external field, the
magnetization, the anisotropy constant, and the thickness of
the soft or hard phase constituent. The subscripts S and H
denote the soft and hard phases. ¢, 5, and 0 are the angles of
the Ms, My, and H with respect to the easy axis (Fig. 1). Jis
the coupling constant between soft and hard phases.
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Fig. 1. Schematic configuration of Ms, My, and H field with respect to the
energy easy axis.
The energy-barrier Eg s for the soft phase (or Eg y for hard

phase) can be determined as
Egs = Es max = Es-min OF Eg_ty =Ex_max = Er-min ()

where the subscripts Max and Min represent the maximum
and minimum energy. The angle values of o and 3 haveto be
predetermined while calculating the energy-barriers Egz s and
Eg . The theoretical analysis [6] and the experimental work
[7], [8] confirmed that both Mg of the soft-phase and My of
the hard-phase are aligned with H for large H-values (i.e., o
= = 0=0°). When theH field isreversed and its magnitude
is increased (6=180° and H>0), Ms reverses at the coercivity
of soft phase He.s, and then My reverses at the coercivity of
hard phase Hc.1 (Fig. 2).
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Fig. 2. Hysteresisloop for a hard-soft composite magnet.
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Therefore, the angle values are 6 = 180°, o = § = 0° for
Hcs > H > 0 while determining Eg.s, and 6 = o = 180°, 3 =
0° for He.s< H < Hcy while determining Eg 4 [9].

The analytical solutions of Esyax, Esmine En-max @d Evin
can be determined by

oE 9°E

£=O and Fd) for Eg_symax (6)
g—izo and %>O for Eg_syuin (7)
g—zzo and g;—s<0 for Egg_rymax (8)
S_EZO and %>0 for Egg_nymin )

The derivations of Eg.s and Eg.y are similar to what has
been done in [6], and here we write down (10) and (11)
directly to save the space:

2
H-J/M
Eps= Ksts(l_ =2 ] (10)
K-S
(Where HK—S = ZKS/MS, 6 :18001 HC—S > H)
2
E, . = KHtH(l_%] (11)
K-H

(where Hy_,, = 2K,,/M,,;6 =180, H. , > H > H o)

From the physical point of view, the energy barrier is the
key issue in controlling the moment reversal properties of a
spring magnet. Equations (10) and (11) indicate the
correlation between the energy barriers and the magnetic and
structural parameters of the hard-soft composite magnets,
which is valuable for the optimal design of a spring magnet.

Ill. MAGNETIC PROPERTIES OF BILAYER SYSTEM

A. Energy Barrier Height

Fig. 3 shows the normalized curves of (Egzg) Vs
(J/Msts)/HK.s for soft pha% and (EB-H) VS. (J/MHtH)/HKH for
hard phase while H=0.
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Fig. 3. Effects of (J/Mgts)/Hk.s on normalized energy barrier Egog/Ksts and
(I/Myty)/Hy-y on normalized energy barrier Eg.n/Kpty.

Energy barrier Egd(Kdts) of soft phase increases and the
energy barrier Egn/(Kuty) of hard phase decreases with the
coupling constant J. This is the physical origin because of
which, exchange-coupled composite magnet may take the
advantages of the high coercivity from the hard phase and
high magnetization from soft phase. Thiswill be discussed in
more detail in the next two sections.

B. Coercivity

The energy barrier Eg.s or Eg decreases with increasing
applied field in the direction 6=180°. The applied magnetic
field H that makes the energy barrier Egs or Egy vanish is
the coercivity, i.e., the coercivities of the soft phase and the
hard phase, Hcs and Hcy , can be determined from the
following conditions:

(1_HC_S—J/MStS]:Oand (1_HC_H +J/Mt, ]:O
H H

K-S K-H

Therefore H._ ¢ and H._,, can beobtained as:

3 Ko, 3 2K, 3
- 2Kt (12)

H..=H =__S4
Mt, M
J 2K, J _2KH( J

He, =H

C-H

st =
s MStS MS S°s S
- 1-—
2KHtH] (13)

KHROMLt, M, M t, M,

Equations (12) and (13) indicate that Hc sincreases by J/Mdts
in magnitude or by J/2Kdts in percentage, and Hc y decreases
by J/Myty in magnitude or by J/2Kuty in percentage. The
correlation between the coercivities and the magnetic
properties and thickness of soft and hard phases indicates the
possible way of controlling or adjusting the values of Hc.sand
Hcn. Since J/2Kdts > J/2K ity for most conventional hard-soft
composite magnets, the coercivity increase in soft phase is
greater than the coercivity decrease in hard phase, and thisis
desirable for the ideal spring magnets.

C. Critical Parameters Heyiticar, Jeriticals tscritical

It isinteresting to find out that the difference (Hcy - Hes)
(see Fig. 2 and (12) and (13)) can be adjusted by changing the
magnetic parameters and thickness of the soft and hard

phases. This difference, or the loop kink as shown in Fig. 2,
will vanish if the following conditions are satisfied:

HC—H 'Hc-s=

=|H ——J - HK S+ J =0 (14)
“ROM Lt M Gt

Equation (14) can be fulfilled by increasing Jto Jg e,

while keeping other film parameters constant

ie (H - Jcritcal ]—(H ot ‘:v(llriti(t:aj ]= 0
S°S
Therefore,

M, t,
;. ZKH_ZKS/ 1,1
Critical M y M s M Sts M HtH

) (15)
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Also, (14) can be fulfilled by decreasing
while keeping other film parameters constant

. J J
l.e (HKH _W)_(HKS+F]:O
H"H S*S—Critical

ts 10 tscriea s

.
and then tscuea = Z7 3 2K (16)
M, My

Parameters Jeritica aNd tscriticas @€ important for a bilayer
system or a spring magnet. Substituting Jeritica 1N (12) and
(13), wefind

Ho L AKS T Kt,) | 2K

et Myt +Mgts) Mg

— (KStS + KHtH )
(ts +1y)

(17)

_ Mty +Mdls)

where K (1)
S H

and My, (18)

Equations (17) and (18) show that when the coupling
constant reaches Jeriticar, @n exchange-coupled bilayer system
can be regarded as a magnet with effective magnetization
Meg, anisotropy Kgz and thickness (tstth). If Jeritica @nd
Hcriticar @ shown in (15) and (17) respectively, are substituted
in the energy barrier eguations (10) and (11), it can be
obtained that
Egs=Egy=0.

Consequently, both Ms and My are reversed at H = Hgiitica
field and thus the “kink” disappears. Equation (15) indicates
that the hysteresis loop will have no kinks when the coupling
constant J > Jcritica, Which decreases with the difference
(2Ky/My - 2K4Mg), and decrease in Mdts or Muty, where
2KSMs, Mdts,2Ku/My, and Myty are the coercivity and
moment per unit area for soft and hard phases respectively.
Equation (16) revealsthat the critical soft-phaselength isaso
related to the soft-phase properties and that the hysteresis
loop has no kinks when the thickness of the soft phaseis ts<
tscritica, Which has been confirmed by many experimental
works. This conclusion is different from those derived from
previous simulations [2]-[4].
D. Maximum Energy Product (BH) yax

The maximum energy product (BH)n. is the figure of merit
characterizing the magnetic properties of a permanent

magnet. Since BH =(H+4nMe) 'H and (BH) e iS determined
by d(BH)/dH = 0, (BH),.s Can be expressed as

2
M M
(BH), . =41°M_,° = 4n? Mty +Mts (19)
t, +1g
. K K M M
if Heow > 27M g or2( sfs + Kty ) 2z Msts * Myt
Mt + Mt t, +1tg

Equation (19) indicates the correlation between (BH)y.x and
the magnetic and structural properties of the hard-soft
composites, which is useful for improving the maximum
energy product (BH)mx This equation indicates that larger

effective magnetization Mgz may raise the (BH)max but will
reduce Hcyitica @S shown in (18). Therefore, a compromise
value has to be chosen for Mg.

IV. CONCLUSION

The magnetic properties of an exchange-coupled bilayer
system have been studied based on the energy barrier
characteristics. A set of anaytical solutions have been
derived, which clearly indicate the correlation between the
magnetic and structural properties of a hard-soft bilayer
system. It has been revealed that the coercivities of soft and
hard phases, Hcs and Hc, are determined at the point at
which the energy barriers vanish at H= Hcs or Hcy
respectivdly and the kink disappears when both energy
barriers Eg.s and Eg. vanish at H = Hcyigica- A high (BH)max
value can be obtained for a bilayer system which has a high
effective magnetization Mgy while retaining high Heitica >
2nMgg. Contrary to the conclusions derived from previous
simulations [2]-[4], this modeling analysis shows that the
critical soft-phase tscritica 1S related not only to the hard phase
but also to the soft phase properties. Although these
conclusions are based on a rather smple model, they are
valuable in understanding the magnetic and structural
properties of an exchange-coupled nanocomposite magnet.
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